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MAR CYL OIL 7050  
Marine Cylinder Oil 
Issue: December 2015 

Product Code Pack Size Ctn / Qty 

MARCYL7050205 205 Litre 1 

Description           
Penrite Mar Cyl Oil 7050 is a 70TBN highly alkaline heavy 

marine cylinder oil manufactured from high quality solvent 
refined base stocks.  

Application 
Penrite Mar Cyl Oil 7050 is designed for the cylinder lubrication of cross-head type marine and stationary 

engines, especially those burning high sulphur residual fuels. 
 
Penrite Mar Cyl Oil 7050  is Ideal for fuels with a sulphur content of over 3%. 

 
NOTE: Not recommended for use as a crankcase lubricant. 

Product Benefits 

 Reduces maintenance costs 

 Maximises engine life by effective neutralisation of acidic combustion products 

 Prevents build-up of undesirable engine deposits 

 Reduces cylinder assembly wear 

Typical Data 

Viscosity, Kinematic, cSt   
  at 40°C        238 
  at 100°C        20.0 
Viscosity Index         96 
Base Number, mg KOH/g        70 
Pour Point, °C         -15 

 
Information in this sheet is based on recent production. Minor variations to typical properties are expected in 
normal manufacture and do not affect product performance.  An MSDS is available on request. 

 


